STATIO

May the power be W|th you

€9 &) ) (&)

HBP 1600 MP Series /

HBP1600 MP portable power station gives you the extra boost you need when off the grid. This portable power station is equipped with a lithium-
ion battery pack, no fuel or gasoline needed, no fumes and no noise. Take this lightweight power station with you on cottage trips, excursions, or

anywhere you might need power.
+ A battery backup supply that's small and quiet.

+ Perfect as a charging station or emergency power Kkit.
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+ Support charging with solar panel.

=+ Large capacity, light, and portable.
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PORTABLE POWER STATION

HBP 1600 MP SERIES

Specifications /

MODEL

Rated power

Solar power Input Voltage

AC Output Voltage Range

AC Output Frequency

AC Output Wave Form

USB Output

DC Charging Input

Battery Voltage & Capacity

Environment

Storage Temperature

Weight (net weight)

Weight (weith accessories)

Dimension

 Charging /4

300W

300W

18V/3A

230VAC £10%

50Hz £5Hz

Modified Sine Wave

5VDC/2A

14.6VDC/3A

12.8V/12Ah (153.6Wh)

Temperature: 0 - 40 C, humidity: 30% - 90% without condensation

-10-50°C
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PRODUCT ~
Laptop Mobile Phone Camera Speaker Tablet Outdoor light
(56W) (12.4W) (28W) (20wW) (30W) (4W)
HBP-16 MP Discharge Discharge Discharge Discharge Discharge Discharge
(300W) 2.7 12 5.4 7.5 5 38
hours hours hours hours hours hours
Warning

* Some charger equipment for charging rechargeable batteries are not suitable for connecting to this solar power box, otherwise it will damage the solar power box.

*  As different brand devices, the discharging time is also different. please subject to reality.
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